Please refer your Account Information Sheet for your IP addresses and Router address information. Your IP addresses will be different than those listed below.

Step 1 - Adding TCP/IP

Go to Start, Settings, Control Panels, Network.

If you are upgrading from a modem dial-up connection, the only TCP/IP entry will probably be "TCP/IP->Dial up Adapter". If so, you need to add TCP/IP to your Ethernet card.

· Select Add....

· Then select Protocol
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· Then select Microsoft as the manufacturer and TCP/IP as the Network Protocol.
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Click OK enough times to return to the Desktop. Restart your computer. 

Step 2 - Configuring TCP/IP

After the reboot, return to your Networking Control Panel and double-click on the TCP/IP for your Network Card. Make sure the various tabs are filled in as shown below from your account information sheet.

· Enter your assigned IP address and Subnet Mask.
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· Click on the Gateway tab
Enter the Gateway from the Account Information sheet.
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· Click on the DNS Configuration tab
The Hostname may be anything you'd like. The Domain is cosmoweb.net .
The DNS Service Search Order are the Transbeam DNS Servers. Enter 208.223.112.2  then click Add. Then enter and add 208.223.112.3.
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· Click OK to close this screen and save the changes. Click OK to close the Network Control panel, and choose YES you want to reboot your computer. 

· Your TCP/IP protocol is now configured. You should be able to bring up your Internet browser and surf using DSL. 

Step 3 - Disabling Dial-Up

Internet Explorer Instructions

Internet Explorer has separate settings for establishing a connection. In your Control Panels open Internet or Internet Options. Click on the Connections tab. 

If you have Internet Explorer 4.x, the window will look like this:
[image: image6.jpg]Intemnet Proper

Gerera| Secury | Conten Cormnecion | Pragans | Advanced |
sy
T —
ey, computer o the nfenet £oiee)
To change your settings directly, select one of these options:
€ Comecttothe et using a modem
@l e e
Proy srver
™ Access the Intemet using a proxy server

[ o [

:
AR i

e
G| s e e ||
= Intemet Explorer.

=




Select Connect to the Internet using a local area network". Click OK you're done.

If you have Internet Explorer 5.x, Select Never Dial a Connection. Your window will look a lot like this one:
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Click on the LAN settings button.
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"Automatically detect settings" should already be checked, if not check the box next to it, and leave it as the only checked box. Then Click OK until you get back to your desktop. Open your Internet Explorer, and surf the net.

